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A. Install 27’ steel pole with single 70’ mast arm. traffic si nal heads. signs. pole mounted ~
‘signal head. and video detection camera as shown. (Note: 1- 90° polyvinyl chloride (schedule 80) bend.) \\ GENERAL NOTES:
B. Install 27’ steel pole with single 60’ mast arm with +raffic s!gnat,heods.' 15° Il?hﬂng arm with a 2500 ~ : A
HPS luminaire, signs and video detection camera as shown.(Note: 1-3" 80° polyvinyl chloride ~ N 1. All underground uttlities shown on these plans are schematic only and
{schedule 80) bend.) \\3\ \\ l}"ﬂ{ no+Tbe %or‘;ple}re. Ihe con:rac‘ror shall be respo?slbil_e for no;lfying
C. Install 27’ steel pole with single 60’ mgst arm, traffic signal heads. signs and 15’ lighting arm with . ~ 'x iﬁeufye-{d. Igrfg: ogngg;gfgc;;?;e?ee?%aglé gorﬁ“ié?b%eg {_gga'ted
a 250W HPS luminalre as shown. Note: 1- 90° polyvinyl chloride {schedule 80) bend.) e~ ™~ utilities and the traffic signal will occur. the contractor shall notify

the project engineer immediately so that the conflict may be resolved.

2. All pavement markings detailed are proposed and are to be installed in
~gccordance with SHA standards. :

D. Install NEMA size “6” base-mounted cabinet and controller with all necessary equipment as shown. N
E. Install metered service pedestal for underground electrical service as shown.

N
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' ' ' Sh YIELD g% N 3. All Traffic Signal Foundations shall be Instailed at the Final Sidewalk
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“H. Install 4% polyvinyl chloride electrical conduit (Schedule 80) (trenched). . | | | | 0 o ?‘r\\ VD 818,02, and MD 818.04 The confractor hall verify uitimate grades
J. Install 2% polyvinyl chioride electrical conduit (Schedule 80) (trenched). . 3 ,}’ NS prior to the installation of all signal equipment.
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K. Install 3” polyvinyl chloride eleotrical conduit (Schedule 80) (bored). | 4 7 \‘"\\\ 4. The contractor shall remove all unused wiring including the removal of
- K AN existing interconnect cable.
L. Install 4° polyviny!l chloride electrical conduit (Schedule 80) (bored). I \\\
) : i .
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0. Install non-tnvasive microloop probes with 1000° lead-in cables. . ‘ _ ,-‘}' O,oo \(\Lf& . 4 sm STATE HIGHWAY ADMINISTRATION
P. Install non-invasive microloop probes with 500’ lead-in cables. -- ' : u A Fen \\&%/( \S\
Q. Install 1" galvanized electrical condult for detector wire sleeve. : K \\O&45
R. Install 6"x 6” loop wire encased in 4" flexible tubing (4 Turns). ] \\\\ \ %0% g}?i)lngig“[‘gﬁz ' MD 3 AND MD 450 ( EAST )
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S. Remove existing signal pole, foundation 12" below grade and back fill. .-é' § _ , \ _ ‘ Q SQ CROFTON. MARYLAND |
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U. Remove existing base mounted cabinet. all existing conduit runs associated with this cabinet. foundation 12”7 ' . ' : k APPROVALS ‘ REVISIONS - _
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X. Contractor shall use existing handhole to disconnect and pullback existing interconnect cable from : ‘ AND OVERHEAD UTILITIES ) MODIFY DUE TO MD 3 WIDENING.
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